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DETAILED ACTION 
Drawings 

This application, filed under former 37 CFR 1.60, lacks formal drawings. The 
informal drawings filed in this application are acceptable for examination purposes. 
5 When the application is allowed, applicant will be required to submit new formal 

drawings. In unusual circumstances, the formal drawings from the abandoned parent 
application may be transferred by the grant of a petition under 37 CFR 1 .182. 


Claim Rejections - 35 USC §112 

10 The following is a quotation of the first paragraph of 35 U.S.C. 112: 

The specification shall contain a written description of the invention, and of the manner and process of 
making and using it, in such full, clear, concise, and exact terms as to enable any person skilled in the 
art to which it pertains, or with which it is most nearly connected, to make and use the same and shall 
- set forth the best mode contemplated by the inventor of carrying out his invention, 

15 

Claims 1-11, 12-19, 21, 23-32, 33, and 35 are rejected under 35 U.S.C. 1 12, first 
paragraph, as failing to comply with the written description requirement. The claim(s) 
contains subject matter which was not described in the specification in such a way as to 
reasonably convey to one skilled in the relevant art that the inventor(s), at the time the 

20 application was filed, had possession of the claimed invention. 

Claims 1, 12, 21, 33, and 35 all disclose "retaining... an excess number of 
duplicate acknowledgements". There is no support for retaining the excess number of 
duplicate acknowledgements in the specification. Page 1 1 , lines 32-38 of the 
specification describes the embodiments of applicant's invention. All embodiments 

25 describe storing (retaining) the number of duplicate acknowledgements. That is to say. 
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all embodiments describe storing a count of duplicate acknowledgements, not storing 
the actual duplicate acknowledgements as described in the above mentioned claims. 
Page 12, lines 1 1-38 and page 13, lines 1-31 also only describe saving a count of 
duplicate acknowledgements. This can be ascertained from the language in the 
5 specification. For instance, the count is stored in the variable excess_dup_ack and is 
later compared to variable dup_ack, this suggests that both variables only contain a 
count of duplicate acknowledgements and not the actual duplicate acknowledgements. 


It should be noted that if the new matter of claims 1-11,12-1,21, 23-32, 33, and 
10 35 is removed, the rejections for claims 1 -21 , and 23-25 from the previous office action 
are maintained. 


Claim Rejections - 35 USC § 102 

The text of those sections of Title 35, U.S. Code not included in this action can 
1 5 be found in a prior Office action. 

Claim 20 is rejected under 35 U.S.C. 102(b) as being anticipated by RFC2582. 
Regarding claim 20, RFC2582 discloses "a transmission control protocol method 
comprising: 

performing a TCP fast recovery process (section 3 "The Fast Retransmit and 

20 Fast Recovery Algorithms in NewReno", line 1); 

performing a TCP fast recover extended process upon receiving 
acknowledgements of receipt of new data in said TCP fast recover process (section 3 
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"The Fast Retransmit and Fast Recovery Algorithms in NewReno", step 5 where 
retransmitting the partial segment in response to the partial ACK is an extended packet 
transmission recovery action). 


The text of those sections of Title 35, U.S. Code not included in this action can 
be found in a prior Office action. 

Taking the amended claims on their merits, claims 1 , 3-8, 11-16, 19, and 33 are 
10 rejected under 35 U.S.C. 103(a) as being unpatentable over RFC2582 in view of 
Lakshman et al. (U.S. Patent 6,078,564). 

Regarding claim 1 , RFC2582 dislcoses "a network device-based method 
comprising: 

1 5 determining... upon receiving acknowledgement of receipt of new data, an excess 

number of duplicate acknowledgements based upon a count of consecutive duplicate 
acknowledgement packets (section 3 "The Fast Retransmit and Fast Recovery 
Algorithms in NewReno", lines 8-13 of section 3 where an excess number of duplicate 
ACKs is the same as receiving 3 duplicate ACKs because when 3 duplicate ACKs are 

20 receiv^drthe^threshora 
begins); and 

taking a network packet transmission recovery action based upon said excess 
number of duplicate acknowledgements (section 3 "The Fast Retransmit and Fast 


5 


Claim Rejections - 35 USC § 103 
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Recovery Algorithms in NewReno", lines 8-13 of section 3 when a threshold of duplicate 
acknowledgements is reached the "Fast Recovery procedure" begins)." 

RFC2582 lacks "...retaining.,." the duplicate ACKs as they are received. 
However, Lakshman discloses "...retaining..." the duplicate ACKs as they are received 
5 (figure 1 shows a buffer 30 that stores the ACK packets before they are transmitted, it is 
inherent that the Source of the data packets have an ACK receiving buffer to 
. accommodate the transmission of the ACKs from the Destination buffer 30, this is not 
only true with the ACKs but also true with the data packets as can be seen with the 
Source data packet buffer of figure 1 and the Destination packet buffer 97 of figure 2, 
10 i.e. the Source has a data packet transmit buffer and the Destination has a data packet 
receive buffer to accommodate the transmission of packets; since the ACKs are no 
different, in terms of general packet transmission, they must have the same buffer 
system). 

It would have been obvious to one with ordinary skill in the art at the time of 
1 5 invention to include the retaining of the duplicate ACK packets with the rest of the 
method for the purpose of accommodating different transmission stream rates. The 
motivation being that the buffers don't allow packets to be lost because of the difference 
in stream rates (Lakshman, col, 4, lines 21-34). 


20 Regarding claim 12, RFC2582 discloses "a network device-based method 

comprising: 
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determining... upon receiving acknowledgement of receipt of new data, an excess 
number of duplicate acknowledgements based upon a count of consecutive duplicate 
acknowledgement packets (section 3 "The Fast Retransmit and Fast Recovery 
Algorithms in NewReno", lines 8-13 of section 3 where an excess number of duplicate 
5 ACKs is the same as receiving 3 duplicate ACKs because when 3 duplicate ACKs are 
received, the threshold has been met in excess and the "Fast Recovery procedure" 
begins); 

deflating a congestion window upon said value of excess number duplicate 
acknowledgements being less than a transmission control protocol sender segment 
10 (section 3 "The Fast Retransmit and Fast Recovery Algorithms in NewReno", step 5, 
lines 7-13); and 

optimizing a size of said congestion window to match a reduction in a quantity of 
unacknowledged data upon said excess number of duplicate acknowledgements being 
greater than a transmission control protocol sender segment (section 3 "The Fast 
15 Retransmit and Fast Recovery Algorithms in NewReno", step 5, lines 24-31 )." 

RFC2582 lacks "...retaining.,." the duplicate ACKs as they are received. 
However, Lakshman discloses "...retaining..." the duplicate ACKs as they are received 
(figure 1 shows a buffer 30 that stores the ACK packets before they are transmitted, it is 

JnherenUhat the Source^f the data packets have an ACK receiving buffer to 

20 accommodate the transmission of the ACKs from the Destination buffer 30, this is not 
only true with the ACKs but also true with the data packets as can be seen with the 
Source data packet buffer of figure 1 and the Destination packet buffer 97 of figure 2, 
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i.e. the Source has a data packet transmit buffer and the Destination has a data packet 
receive buffer to accommodate the transmission of packets; since the ACKs are no 
different, in terms of general packet transmission, they must have the same buffer 
system). 

5 It would have been obvious to one with ordinary skill in the art at the time of 

invention to include the retaining of the duplicate ACK packets with the rest of the 
method for the purpose of accommodating different transmission stream rates. The 
motivation being that the buffers don't allow packets to be lost because of the difference 
in stream rates (Lakshman, col. 4, lines 21-34). 

10 

Regarding claims 3 and 13, RFC2582 and Lakshman disclose the methods of 
claims 1 and 12. Lakshman lacks "deflating a congestion window upon said value of 
said excess number of duplicate acknowledgements in bytes being less than a number 
of bytes in a transmission control protocol sender segment." However, RFC2582 further 

15 discloses "deflating a congestion window upon said value of said excess number of 
duplicate acknowledgements in bytes being less than a number of bytes in a 
transmission control protocol sender segment (section 3 "The Fast Retransmit and Fast 
Recovery Algorithms in NewReno", step 5, lines 7-13)." It would have been obvious to 
one with ordinary skill in the art at the time of invention to include the deflating of a 

20 congestion window with the methods of claims 1 and 12 for the same reasons and 
motivation as in claims 1 and 12. 
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Regarding claim 4, RFC2582 and Lakshman disclose the method of claim 1 . 
Lakshman lacks "optimizing a size of a congestion window to match a reduction in a 
quantity of unacknowledged data upon said excess number of duplicate 
acknowledgements being greater than a TCP sender segment." However, RFC2582 
5 further discloses "optimizing a size of a congestion window to match a reduction in a 
quantity of unacknowledged data upon said excess number of duplicate 
acknowledgements being greater than a TCP sender segment (section 3 "The Fast 
Retransmit and Fast Recovery Algorithms in NewReno", step 5, lines 24-31 )." It would 
have been obvious to one with ordinary skill in the art at the time of invention to include 
10 the optimizing of a congestion window with the method of claim 1 for the same reasons 
and motivation as in claim 1 . 

Regarding claim 5, RFC2582 and Lakshman disclose the method of claim 1 . 
Lakshman lacks "comparing said excess number of duplicate acknowledgements with a 

1 5 duplicate acknowledgement threshold." However, RFC2582 further discloses 
"comparing said excess number of duplicate acknowledgements with a duplicate 
acknowledgement threshold (section 3 "The Fast Retransmit and Fast Recovery 
Algorithms in NewReno", lines 8-13 of section 3 where it is suggested that the value of 3 
is the threshold to which the count is being compared to)." It would have been obvious 

20 to one with ordinary skill in the art at the time of invention to include the comparing the 
excess number of duplicate acknowledgements with the method of claim 1 for the same 
reasons and motivation as in claim 1 . 
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Regarding claims 6 and 14, RFC2582 and Lakshman disclose the methods of 
claims 5 and 13. Lakshman lacks "performing a fast retransmit upon said comparing 
said excess number of duplicate acknowledgements with a duplicate acknowledgement 
5 threshold indicating that said excess number of duplicate acknowledgements is greater 
than or equal to said duplicate acknowledgement threshold." However, RFC2582 further 
discloses "performing a fast retransmit upon said comparing said excess number of 
duplicate acknowledgements with a duplicate acknowledgement threshold indicating 
that said excess number of duplicate acknowledgements is greater than or equal to said 
10 duplicate acknowledgement threshold (section 3 "The Fast Retransmit and Fast 

Recovery Algorithms in NewReno", lines 3-9 where the Fast Retransmit is part of the 
recovery method). It would have been obvious to one with ordinary skill in the art at the 
time of invention to include the performing a fast retransmit with the methods of claims 5 
and 13 for the same reasons and motivation as in claims 5 and 13. 

15 

Regarding claims 7 and 15, RFC2582 and Lakshman disclose the methods of 
claims 6 and 14. Lakshman lacks "analyzing a size of a congestion window." However, 
RFC2582 further discloses "analyzing a size of a congestion window (section 4 
^Resettingihe_RetransmitTimer;^.Jines 15-1Jp_fje^^^ 

20 window is analyzed for size to know how many data packets to transmit)." It would have 
been obvious to one with ordinary skill in the art at the time of invention to include the 
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analyzing a size of a congestion window with the methods of claims 6 and 14 for the 
same reasons and motivation as in claims 6 and 14. 

Regarding claims 8 and 16, RFC2582 and Lakshman disclose the methods of 
5 claims 7 and 15. Lakshman lacks "resizing said congestion window upon said analyzing 
said size of said congestion window showing said size is greater than a predefined 
size." However, RFC2582 further discloses "resizing said congestion window upon said 
analyzing said size of said congestion window showing said size is greater than a 
predefined size (section 5 "Avoiding Multiple Fast Retransmits, line 14 of section 5 
10 where it is implied the congestion window is reduced after being analyzed)." It would 
have been obvious to one with ordinary skill in the art at the time of invention to include 
the resizing of said congestion window with the methods of claims 7 and 15 for the 
same reasons and motivation as in claims 7 and 15. 

15 Regarding claims 11 and 19, RFC2582 and Lakshman disclose the methods of 

claims 1 and 12, Lakshman lacks "said method is included in Transmission Control 
Protocol congestion avoidance." However, RFC2582 further discloses "said method is 
included in Transmission Control Protocol congestion avoidance (section 3 "The Fast 

Retransmit and Fast^ecovery Algorithms in NewReno", lines 1-3 of section 3 where it 

20 is the purpose of the fast recovery algorithm to avoid congestion)." It would have been 
obvious to one with ordinary skill in the art at the time of invention to include the TCP 
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congestion avoidance with the methods of claims 1 and 12 for the same reasons and 
motivation as in claims 1 and 12. 


Regarding claim 33, RFC2582 discloses "a network device-based method for 
5 determining... upon receiving acknowledgement of receipt of new data, an excess 

number of duplicate acknowledgements based upon a count of consecutive duplicate 
acknowledgement packets (section 3 "The Fast Retransmit and Fast Recovery 
Algorithms in NewReno", lines 8-13 of section 3 where an excess number of duplicate 
ACKs is the same as receiving 3 duplicate ACKs because when 3 duplicate ACKs are 
10 received, the threshold has been met in excess and the "Fast Recovery procedure" 
begins); and 

taking a network packet transmission recovery action based upon said excess 
number of duplicate acknowledgements (section 3 "The Fast Retransmit and Fast 
Recovery Algorithms in NewReno", lines 8-13 of section 3 when a threshold of duplicate 

1 5 acknowledgements is reached the "Fast Recovery procedure" begins)." 

RFC2582 lacks "...retaining..." the duplicate ACKs as they are received. 
However, Lakshman discloses "...retaining..." the duplicate ACKs as they are received 
(figure 1 shows a buffer 30 that stores the ACK packets before they are transmitted, it is 
inherent that the Source of the data packets have an ACK receiving buffer to 

20 accommodate the transmission of the ACKs from the Destination buffer 30, this is not 
only true with the ACKs but also true with the data packets as can be seen with the 
Source data packet buffer of figure 1 and the Destination packet buffer 97 of figure 2, 
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i.e. the Source has a data packet transmit buffer and the Destination has a data packet 
receive buffer to accommodate the transmission of packets; since the ACKs are no 
different, in terms of general packet transmission, they must have the same buffer 
system). 

5 RFC2582 and Lakshman lack "a programmable memory including a fast 

recovery extended method..." Although both RFC2582 and Lakshman explicitly lack a 
programmable memory storing the method, it would have been obvious to one v^^ith 
ordinary skill in the art at the time of invention to include the programmable memory with 
the method on it because this is the most efficient and feasible way to implement a 

1 0 method in a computer based communication system and since the method steps cannot 
exist outside of a medium, there must be some type of programmable memory to write 
and store the method onto. 

It would have been obvious to one with ordinary skill in the art at the time of 
invention to include the retaining of the duplicate ACK packets with the rest of the 

1 5 method for the purpose of accommodating different transmission stream rates. The 

motivation being that the buffers don't allow packets to be lost because of the difference 
in stream rates (Lakshman, col. 4, lines 21-34). 

Claim 34 is rejected under 35 U.S.C. 103(a) as being^npatentable over 

20 RFC2582 in view of Chapman et al. 
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Regarding claim 34, RFC2582 discloses "performing a TCP fast recovery 
process (section 3 "The Fast Retransmit and Fast Recovery Algorithms in NewReno", 
line 1); 

performing a TCP fast recover extended process upon receiving 
5 acknowledgements of receipt of new data in said TCP fast recover process (section 3 
"The Fast Retransmit and Fast Recovery Algorithms in NewReno", step 5 where 
retransmitting the partial segment in response to the partial ACK is an extended packet 
transmission recovery action). 

RFC2582 lacks means for performing the TCP fast recovery process and means 
1 0 for performing a TCP fast recover extended process. However, Chapman further 
discloses means for performing the TCP fast recovery process and means for 
performing a TCP fast recover extended process (figure 1 5 which is a network device 
that implements all the above tasks). 

It would have been obvious to one with ordinary skill in the art at the time of 
1 5 invention to means for performing the TCP fast recovery and means for performing the 
TCP fast recover extended process. The motivation being that the means of performing 
these functions allows a user to access these methods and use them in their network 
communications (Chapman, col. 8, lines 18-26). 


20 Claims 2, 9-10, 17-18, 21-32, 34, and 35 are rejected under 35 U.S.C. 103(a) as 

being unpatentable over RFC2582 and Lakshman as applied to claims 1 and 12 (only 
for claims 9-10 and 17-18 respectively) above, and further in view of Chapman et al. 
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Regarding claims 9 and 17, RFC2582 and Lakshman disclose the methods of 
claims 1 and 12. RFC2582 and Lakshman lack "analyzing a size of a congestion 
window upon said comparing said excess number of duplicate acknowledgements with 
5 a duplicate acknowledgement threshold indicating that said excess number of duplicate 
acknowledgements is less than said duplicate acknowledgement threshold." However, 
Chapman discloses "analyzing a size of a congestion window upon said comparing said 
excess number of duplicate acknowledgements with a duplicate acknowledgement 
threshold indicating that said excess number of duplicate acknowledgements is less 

10 than said duplicate acknowledgement threshold (col. 5, lines 33-34 where inflating the 
window after the receipt of a non-duplicate ACK is received is a method of determining 
if the window is inflated and this situation occurs when the duplicate acknowledgement 
threshold is not met)." It would have been obvious to one with ordinary skill in the art at 
the time of invention to include the analyzing of the congestion window with the 

1 5 methods of claims 1 and 1 2 for the purpose of controlling flow of packets into the 

network. The motivation being that by controlling flow into the network congestion and 
packet loss are reduced to a minimum or tolerable level (Chapman, col. 3, lines 16-30). 

Regarding claims 10 and 18, RFC2582, Lakshman, and Chapman disclose the 
methods of claims 9 and 17. RFC2582 and Lakshman lack "resizing said congestion 
window upon analyzing said size of said congestion window showing said size is 
greater than a predefined size." However, Chapman et al. disclose "resizing said 
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congestion window upon analyzing said size of said congestion window showing said 
size is greater than a predefined size (col. 8, lines 2-5 where MAX-WND is the 
predetermined size and C-WND is the actual size of the window)." It would have been 
obvious to one with ordinary skill in the art at the time of invention to include the resizing 
5 of the congestion window with the methods of claim 9 and 17 for the same reasons and 
motivation as in claims 9 and 17. 


Regarding claim 21, RFC2582 discloses "...a fast recovery extended method 
(section 3 "The Fast Retransmit and Fast Recovery Algorithms in NewReno", step 5 

1 0 where retransmitting the partial segment in response to the partial ACK is an extended 
packet transmission recovery action)... determine, upon receiving acknowledgement of 
receipt of new data, an excess number of duplicate acknowledgements based upon a 
count of consecutive duplicate acknowledgement packets (section 3 "The Fast 
Retransmit and Fast Recovery Algorithms in NewReno", lines 8-13 of section 3 where 

1 5 an excess number of duplicate ACKs is the same as receiving 3 duplicate ACKs 

because when 3 duplicate ACKs are received, the threshold has been met in excess 
and the "Fast Recovery procedure" begins).. .and take a network packet transmission 
recovery action based upon said excess number of duplicate acknowledgements 
(section 3 "The Fast Retransmit and Fast Recovery Algorithms in NewReno", lines 8-13 

20 of section 3 when a threshold of duplicate acknowledgements is reached the "Fast 
Recovery procedure" begins)." 
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RFC2582 lacks "a processor; and a memory coupled to said processor, and 
storing a fast recovery extended method wherein upon execution of said fast recovery 
extended method by said processor..." However, Chapman disclose "a processor; and 
a memory coupled to said processor, and storing a fast recovery extended method 
5 wherein upon execution of said fast recovery extended method by said processor a fast 
recovery process is extended (figure 1 5, elements 32, 30, and 28; col. 8, lines 27-31 
where elements 32 and 28 constitute the processor and 30 is the memory that stores 
the fast recovery extended method; although the fast recovery extended method is not 
explicitly disclosed in Chapman, it is suggested that by using the TCP methods of 
10 RFC2582 with Chapman, they would need to be stored in the memory in order to be 
executed)..." 

RFC2582 and Chapman further lack to "...retain said excess number of duplicate 
acknowledgements in said memory..." However, Lakshman discloses "...retain said 
excess number of duplicate acknowledgements in said memory (figure 1 shows a buffer 
1 5 30 that stores the ACK packets before they are transmitted, it is inherent that the 
Source of the data packets have an ACK receiving buffer to accommodate the 
transmission of the ACKs from the Destination buffer 30, this is not only true with the 
ACKs but also true with the data packets as can be seen with the Source data packet 

bufLer of^figyreXand the Destination p^^ 97 of^figure^2, i.e^Jhe Source has a 

20 data packet transmit buffer and the Destination has a data packet receive buffer to 

accommodate the transmission of packets; since the ACKs are no different, in terms of 
general packet transmission, they must have the same buffer system)..." 



Application/Control Number: 09/610,301 Page 17 

Art Unit: 2661 

It would have been obvious to one with ordinary skill In the art at the time of 
invention to include the fast recovery extended method, the processor and memory, and 
the retaining of said number of duplicate ACKs for the purpose of implementing the fast 
recover extended method using the processor and memory, and to accommodate 
5 different transmission stream rates. The motivation being that implementing the method 
using the processor and memory is the only efficient and feasible way possible to do so 
in a computer based communication system; and the buffers don't allow packets to be 
lost because of the difference in stream rates (Lakshman, col. 4, lines 21-34). 


10 Regarding claims 2 and 23, RFC2582 and Lakshman disclose the method of 

claim 1; and RFC2582, Lakshman, and Chapman disclose the method of claim 21. 
RFC2582 and Lakshman lack "determining whether a congestion window is inflated 
prior to said determining an excess number of duplicate acknowledgements." However, 
Chapman discloses "determining whether a congestion window is inflated prior to said 

1 5 determining an excess number of duplicate acknowledgements (col. 5, lines 33-34 
where inflating the window after the receipt of a non-duplicate ACK is an indicator that 
the window is inflated and thus all that is needed to do to determine if the window is 
inflated is look to see if the last ACK is a non-duplicate). It would have been obvious to 
one with ordinary skill in the art at the time of invention to include the determining 

20 whether a congestion window is inflated with the methods of claims 1 and 21 for the 
purpose controlling flow of packets into the network. The motivation being that by 
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controlling flow into the network congestion and packet loss are reduced to a minimum 
or tolerable level (Chapman, col. 3, lines 16-30). 


Regarding claim 24, RFC2582, Lakshman, and Chapman disclose the method of 
5 claim 21 . Lakshman and Chapman lack "deflating a congestion window upon said value 
of said excess number of duplicate acknowledgements in bytes being less than a 
number of bytes in a transmission control protocol sender segment." However, 
RFC2582 further discloses "deflating a congestion window upon said value of said 
excess number of duplicate acknowledgements in bytes being less than a number of 
10 bytes in a transmission control protocol sender segment (section 3 "The Fast 

Retransmit and Fast Recovery Algorithms in NewReno", step 5, lines 7-13)." It would 
have been obvious to one with ordinary skill in the art at the time of invention to include 
the deflating of a congestion window with the method of claim 21 for the same reasons 
and motivation as in claim 21 . 

15 

Regarding claim 25, RFC2582, Lakshman, and Chapman disclose the method of 
claim 21. Lakshman and Chapman lack "optimizing a size of a congestion window to 
match a reduction in a quantity of unacknowledged data upon said excess number of 

duplicate acknowledgements being greater than a TCP sender segment." Ho\A/ever, 

20 RFC2582 further discloses "optimizing a size of a congestion window to match a 

reduction in a quantity of unacknowledged data upon said excess number of duplicate 
acknowledgements being greater than a TCP sender segment (section 3 "The Fast 
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Retransmit and Fast Recovery Algorithms in NewReno", step 5, lines 24-31)." It would 
have been obvious to one with ordinary skill in the art at the time of invention to include 
the optimizing of a congestion window with the method of claim 21 for the same reasons 
and motivation as in claim 21 . 

5 

Regarding claim 26, RFC2582, Lakshman, and Chapman disclose the method of 
claim 21. Lakshman and Chapman lack "comparing said excess number of duplicate 
acknowledgements with a duplicate acknowledgement threshold." However, RFC2582 
further discloses "comparing said excess number of duplicate acknowledgements with a 

10 duplicate acknowledgement threshold (section 3 "The Fast Retransmit and Fast 

Recovery Algorithms in NewReno", lines 8-13 of section 3 where it is suggested that the 
value of 3 is the threshold to which the count is being compared to)." It would have been 
obvious to one with ordinary skill in the art at the time of invention to include the 
comparing the excess number of duplicate acknowledgements with the method of claim 

15 21 for the same reasons and motivation as in claim 21 . 

Regarding claim 27, RFC2582, Lakshman, and Chapman disclose the method of 
claim 26. Lakshman and Chapman lack "performing a fast retransmit upon said 
comparing said excess number of duplicate acknowledgements with a duplicate 
20 acknowledgement threshold indicating that said excess number of duplicate 
acknowledgements is greater than or equal to said duplicate acknowledgement 
threshold." However, RFC2582 further discloses "performing a fast retransmit upon said 
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comparing said excess number of duplicate acknowledgements with a duplicate 
acknowledgement threshold indicating that said excess number of duplicate 
acknowledgements is greater than or equal to said duplicate acknowledgement 
threshold (section 3 "The Fast Retransmit and Fast Recovery Algorithms in NewReno", 
5 lines 3-9 where the Fast Retransmit is part of the recovery method). It would have been 
obvious to one with ordinary skill in the art at the time of invention to include the 
performing a fast retransmit with the method of claim 26 for the same reasons and 
motivation as in claim 26. 

10 Regarding claim 28, RFC2582, Lakshman, and Chapman disclose the method of 

claim 27. Lakshman and Chapman lack "analyzing a size of a congestion window." 
However, RFC2582 further discloses "analyzing a size of a congestion window (section 
4 "Resetting the Retransmit Timer'', lines 15-17 of section 4 where it is implied that the 
window is analyzed for size to know how many data packets to transmit)." It would have 

15 been obvious to one with ordinary skill in the art at the time of invention to include the 
analyzing a size of a congestion window with the method of claim 27 for the same 
reasons and motivation as in claim 27. 

Regarding claim 30, RFC2582, Lakshman, and Chapman disclose the method of 
20 claim 21 . RFC2582 and Lakshman lack "analyzing a size of a congestion window upon 
said comparing said excess number of duplicate acknowledgements with a duplicate 
acknowledgement threshold indicating that said excess number of duplicate 
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acknowledgements is less than said duplicate acknowledgement threshold." However, 
Chapman discloses "analyzing a size of a congestion window upon said comparing said 
excess number of duplicate acknowledgements with a duplicate acknowledgement 
threshold indicating that said excess number of duplicate acknowledgements is less 
5 than said duplicate acknowledgement threshold (col. 5, lines 33-34 where inflating the 
window after the receipt of a non-duplicate ACK is received is a method of determining 
if the window is inflated and this situation occurs when the duplicate acknowledgement 
threshold is not met)." It would have been obvious to one with ordinary skill in the art at 
the time of invention to include the analyzing of the congestion window with the method 
1 0 of claim 21 for the purpose of controlling flow of packets into the network. The 

motivation being that by controlling flow into the network congestion and packet loss are 
reduced to a minimum or tolerable level (Chapman, col. 3, lines 16-30). 

Regarding claims 29 and 31 , RFC2582, Lakshman, and Chapman disclose the 
1 5 methods of claims 28 and 30. Lakshman and Chapman lack "resizing said congestion 
window upon said analyzing said size of said congestion window showing said size is 
greater than a predefined size." However, RFC2582 further discloses "resizing said 
congestion window upon said analyzing said size of said congestion window showing 

said size is greaterthan^a predefined size ^section 5 "Ayo|ding Multip^^^^ 

20 Retransmits, line 14 of section 5 where it is implied the congestion window is reduced 
after being analyzed)." It would have been obvious to one with ordinary skill in the art at 
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the time of invention to include the resizing of said congestion window with the methods 
of claims 28 and 30 for the same reasons and motivation as in claims 28 and 30. 


Regarding claim 32, RFC2582, Lakshman, and Chapman disclose the method of 
claim 21. Lakshman and Chapman lack "said method is included in Transmission 
Control Protocol congestion avoidance." However, RFC2582 further discloses "said 
method is included in Transmission Control Protocol congestion avoidance (section 3 
"The Fast Retransmit and Fast Recovery Algorithms in NewReno", lines 1-3 of section 3 
where it is the purpose of the fast recovery algorithm to avoid congestion)." It would 
have been obvious to one with ordinary skill in the art at the time of invention to include 
the TCP congestion avoidance with the method of claim 21 for the same reasons and 
motivation as in claim 21 . 

Regarding claim 35, RFC2582 "determining, upon receiving acknowledgement of 
15 receipt of new data, an excess number of duplicate acknowledgements based upon a 
count of consecutive duplicate acknowledgement packets (section 3 "The Fast 
Retransmit and Fast Recovery Algorithms in NewReno", lines 8-13 of section 3 where 
an excess number of duplicate ACKs is the same as receiving 3 duplicate ACKs 

_ because when 3 dupli cate A CKs are receiv ed, the t hreshol d has been met in excess 

20 and the "Fast Recovery procedure" begins); and 

taking a network packet transmission recovery action based upon said excess 
number of duplicate acknowledgements (section 3 "The Fast Retransmit and Fast 


1 
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Recovery Algorithms in NewReno", lines 8-13 of section 3 when a threshold of duplicate 
acknowledgements is reached the "Fast Recovery procedure" begins)." 

RFC2582 lacks means for determining and means for taking recovery action. 
However, Chapman further discloses means for determining and means for taking 
5 recovery action (figure 1 5 which is a network device that implements all the above 
tasks). 

RFC2582 and Chapman further lack "...retaining..." the duplicate ACKs as they 
are received. However, Lakshman discloses "...retaining..." the duplicate ACKs as they 
are received (figure 1 shows a buffer 30 that stores the ACK packets before they are 

10 transmitted, it is inherent that the Source of the data packets have an ACK receiving 
buffer to accommodate the transmission of the ACKs from the Destination buffer 30, this 
is not only true with the ACKs but also true with the data packets as can be seen with 
the Source data packet buffer of figure 1 and the Destination packet buffer 97 of figure 
2, i.e. the Source has a data packet transmit buffer and the Destination has a data 

15 packet receive buffer to accommodate the transmission of packets; since the ACKs are 
no different, in terms of general packet transmission, they must have the same buffer 
system). 

It would have been obvious to one with ordinary skill in the art at the time of 
Invention to inc lude thejneans for determining and means for taking a recovery action 
20 and the retaining of the duplicate ACK packets with the rest of the network device for 
the purpose of accommodating different transmission stream rates. The motivation 
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being that tlie buffers don't allow packets to be lost because of the difference in stream 
rates (Lakshman, col. 4, lines 21-34). 

Conclusion 

5 The prior art made of record and not relied upon is considered pertinent to 

applicant's disclosure. Kalampoukas et al. (U.S. Patent 6,438,101 B1) shows a network 
device for performing IP/TCP communications and a method for using a window to 
adapt to network conditions. Qaddoura (U.S. Patent 6,646,987 B1) shows an apparatus 
and method for performing a TCP recovery process. Mamiya et al. (U.S. Patent 
1 0 Application 2003/0022628 Al ) shows TCP system with buffers at both receiver and 
transmitter ends. 

Applicant's amendment necessitated the new ground(s) of rejection presented in 
this Office action. Accordingly, THIS ACTION IS MADE FINAL. See MPEP 
1 5 § 706.07(a). Applicant is reminded of the extension of time policy as set forth in 37 
CFR 1.136(a). 

A shortened statutory period for reply to this final action is set to expire THREE 
MONTHS from the mailing date of this action. In the event a first reply is filed within 

TWO MONTHS of the mailing date of this final action and the advisory action is not^ 

20 mailed until after the end of the THREE-MONTH shortened statutory period, then the 
shortened statutory period will expire on the date the advisory action is mailed, and any 
extension fee pursuant to 37 CFR 1 .136(a) will be calculated from the mailing date of 
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the advisory action. In no event, however, will the statutory period for reply expire later 
than SIX MONTHS from the date of this final action. 


The objection to the abstract's length is withdrawn in light of the amended 
abstract submitted on 5 January 2004. 

The objection to the title is withdrawn in light of the altered title submitted on 5 
10 January 2004. 

Applicant's arguments with respect to claims 1, 3-8, 11-16, and 19 have been 
considered but are moot in view of the new ground(s) of rejection. As can be read 
above, claims 1, 3-8, 11-16, and 19 stand rejected under 35 U.S.C. 112 first paragraph 
1 5 for introducing new matter into the claims. Even if the amended claims 1 , 3-8, 11-16, 
and 19 did not contain new matter, they would stand rejected under 35 U.S.C. 103 as is 
noted above. 


5 


Response to Arguments 


Applicant's ar guments filed 5 Janu ary 2004 ha ve been ful ly conside red but they 


20 are not persuasive. 
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Applicant argues that for claims 1 , 2, 12, and 23, RFC2582 does not disclose 
"determining... an excess number of duplicate acknowledgements". As can be read in 
the explanations for the rejections of claims 1 and 12, RFC2582 does in fact disclose 
"determining... an excess number of duplicate acknowledgements". The excess number 
5 is determined by receiving three duplicate acknowledgements. Thus, three duplicate 
acknowledgements are considered in excess. 

Applicant argues for claim 20 that step 5 of RFC2582 is "part of a single fast 
recovery process" and not itself a separate recovery process. Claim 20 does not claim 

10 the "TCP fast recovery extended process" to be a separate process from the "TCP fast 
recovery process" and therefore step 5 of RFC2582 reads on this limitation of claim 20. 
As per applicant's own definition of the "TCP fast recovery extended process" (as 
pointed to in applicant's arguments), step 5 of RFC2582 fully includes the feature of 
"taking a network packet transmission recovery action based on such an excess 

1 5 number" of duplicate acknowledgements. 

Applicant argues that claims 2, 9, 10, 17-18, 21-31, 33, 34, and 35 lack any 
prima facie case of obviousness. Examiner respectfully disagrees and points to the 

rej ections in t his of fice action. 

20 

Applicant argues that Chapman for claims 2 and 23 does not disclose the 
"determining whether a congestion window is inflated prior to deciding whether to 


V 
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determine said excess number of duplicate acknowledgements". Examiner respectfully 
disagrees and points to the rejections in this office action. 

Applicant argues for claims 9, 17, and 30 that Chapman does not disclose 
5 performing a comparison between a count of consecutive duplicate acknowledgements, 
not an excess number of duplicate acknowledgements, and a threshold". Examiner 
respectfully disagrees and points to the rejections for claims 9, 17, and 30 in this office 
action. 


10 Applicant argues that for claim 21 , Chapman lacks any mention of the "fast 

recovery extended method" being stored in the disclosed memory. It is true that 
Chapman does not disclose this. However, Chapman when combined with RFC2582 
fully makes up for Chapman's lacking of the "fast recovery extended method" as can be 
read in the rejection for claim 21 in this office action. 

15 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Joshua Kading whose telephone number is (703) 305- 
0342. The examiner can normally be reached on M-F: 8:30AI\/I-5PM. 

If at tempts to reach the examiner by telephone are u nsucce ssful, the examiner's 
20 supervisor, Douglas Olms can be reached on (703) 305-4703. The fax phone number 
for the organization where this application or proceeding is assigned is 703-872-9306. 


Application/Control Number: 09/610,301 


Page 28 


Art Unit: 2661 

Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-dlrect.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). 
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